Self drilling self tapping
primary fastener with
minimum 19mm dia Sealed rivets or seif drilling
Fix the gutter with a fxing I washers fasteners with sealing
ugh nen washers. 3 per gutter
every tro o
support bracket
Gutter support bracket 1
metre spacing and either side
of gutter joint Loose lay insulation
I I
\ Trisomet® system
175 Nom. _ |
[ Eaves beam (by others) air
Verge flashing butt or A | sealed at joints
lap Jointed and sealed with
two runs of continuous 4mm dia |
high grade butyl mastic (min 25 yr |
guarantee) |
Cantilever gutter |
(roof pitch must be specified) |
|
Self drilling self tapping |
primary fastener with
minimum 1Smmdia
washers A continuous run of 6mm dia
high grade butyl mastic (min
Trimpanel® system 25 yr guarantee)

All support steelwork by
others

CTata Stesl UK Limited.

Trimapanel® U-values

Depth 70 = 0.31 W/mK.
Depth 90 = 0.24 W/m*K.
Depth 120 =0.17 W/mK.

Junction 'psi’ and 'f' values

W =0.222 W/mK.
f=0.903

Stated i its
Computer modeled In accordance with EN IS0 10211

Tata Steel retain the right to amend the construction and technical
spaciications sh this drawing without prior notice.

TATA STEEL

SALES TEL: 01244 892199
TECHNICAL TEL: 01244 892133/34

www.tatasteelconstruction.com
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