Continuous run of 4mm dia
___high grade butyl mastic

// (min 25 yr guarantee)

Continuous run of 6mm dia

/——’ high grade butyl mastic
{min 25 yr guarantee)

Internal corner flashing butt or
lap Jointed and sealed with

two runs of continuous 4mm dia
high grade butyl mastic (min 25 yr
guarantee)

Sealed rivets or self drilling fasteners with

sealing washers at max 450mm centres Loose lay Insulation

0.7mm steel internal liner
flashing lapped 150mm at

— ends and sealed on top
with 50 x 1mm high grade
butyl mastic (min 25yr
guarantee)

/

-

External Skin cut
Self drilling self tapping back to avoid cold
primary fastener with bridge (optional)
minimum 15mm dia
washers

All support steelwork by
others

©Tata Steel UK Limited.

Trimapanel® U-values

Depth 70 =0.31 W/m%.
Depth 90 = 0.24 W/m%.
Depth 120 = 0.17 W/m*K.

Junction 'psi' and 'f' values

With liner cut back
W =0.011 W/mK.
f=0.977

Without liner cut back
W =0.17 W/mK.
f=0.930

Stated fion results are
Computer modeled in accordance with EN ISQ 10211

TATA STEEL

SALES TEL: 01244 892199
TECHNICAL TEL: 01244 892133/34
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