TRISOMET® U-VALUES

135mm Core = 0.15 W/m? K.
120mm Core = 0.16 W/m? K.
100mm Core = 0.20 W/m? K.
80mm Core = 0.25 W/m? K.
\ 60mm Core = 0.33 W/m? K.
40mm Core = 0.46 W/m? K.

Psi & f-Factor

Y = 0.484W/mK.
f=0.702
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BEING AS SHOWN
Computer Modelled in Accordance with EN ISO 10211

1.6mm galvanised steel angle
flashing sealed with gun

mastic as shown Ul &
0.7mm insulation retaining flashing. N
/ Standard white liner internal finish 460226827
Tata Steel retain the right to ammend
/| the construction and technical specifications
Self drllllng self ta pplng primary shown on this drawing without prior notice.
fastener with minimum 15mm
diameter washers
Continuous run of 6mm diameter
high grade butyl mastic
(minimum 25 year guarantee) OFFICE TEL: 01244 892199
) C C TECHNICAL TEL: 01244 892133/ 34
) C ( www.tatasteelconstruction.com
g \ PROJECT ®
S offit flaching fixed ' ) C C TRISOMET™ HORIZONTAL
offit flashing fixed to wall using
masonry fasteners at maximum WALL DETAILS
450mm centres TITLE
) C C DADO DRIP DETAIL
DRAWN BY SCALE
GMc NTS
APPROVED BY TOLERANCES
JCA -
All support steelwork DATE DRG. No.
by others (©) Tata Steel UK Limited. 12/01/09 E5-008-03-C




