Verge flashing butt or

lap jointed and sealed with

two runs of continuous 4mm dia high
grade butyl mastic (min 25yr
guarantee)

Site applied fire
rated canister foam

Stainless steel masonary
fastener fixed at max 450mm
centres

Site apply

0.7mm steel zed section. Exposed

face to be finished to external
Trisomet specification. Supplied in 3m
lengths to be lapped 150mm and
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insulation foam

All support steelwork
by others

A

sealed

Sealed rivets or self drilling
fasteners with sealing washers at
no more than 450mm centres

Continuous run of 4mm dia high

grade butyl mastic (min 25yr

guarantee)

A\

A continuous run of 6mm

dia high grade butyl mastic
(min 25yr guarantee)

Cleader rail by others
air sealed at joints

Self drilling self tapping primary
fastener with minimum 19mm
dia washers
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TRISOMET  U-VALUES
135mm Core = 0.15 W/m? K.
120mm Core = 0.16 W/m?K.
100mm Core = 0.20 W/m?2 K.
80mm Core = 0.25 W/m? K.
60mm Core =0.33 W/m? K.
40mm Core = 0.46 W/m? K.

Psi & f-Factor

Y = 0.062W/mK.
f=0.918
STATED CALCULATION RESULTS ARE DEPENDENT ON COMPONENTS

BEING AS SHOWN
Computer Modelled in Accordance with EN ISO 10211

LPST181:1 Appeoved
4600 26 827

Tata Steel retain the right to ammend
the construction and technical specifications
shown on this drawing without prior notice.
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