Panel ends to be cut to the rake of the hip. Liner

Se.If drilling self tapping face to be cut 50mm shorter than outer and

primary fastener V\{'th foam removed to create a drip into gutter as

minimum 19mm dia shown. All cut edges should be treated with an A continuous run of 6mm
washers

edge protection laquer. dia high grade butyl mastic
(min 25yr guarantee)

Cleader angle /

by others

Trisomet
System

Purlin by Others

Factory made membrane
lined (Aquatite™ PVC)
insulated gutter

All support steelwork
by others

© Tata Steel UK Limited.

TRISOMET® U-VALUES

135mm Core = 0.15 W/m? K.
120mm Core = 0.16 W/m? K.
100mm Core = 0.20 W/m? K.
80mm Core = 0.25 W/m? K.
60mm Core = 0.33 W/m? K.
40mm Core = 0.46 W/m? K.

Psi & f-Factor

Y = 0.736W/mK.
f=0.559
STATED CALCULATION RESULTS ARE DEPENDENT ON

COMPONENTS BEING AS SHOWN
Computer Modelled in accordance with EN ISO 10211

LPS1181:1 Approved
450a 26827

Tata Steel retain the right to ammend
the construction and technical specifications
shown on this drawing without prior notice.
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