Self drilling self tapping

primary fastener with
mInI||lnum 19mmdia Sealed rivets or self drilling
washers fasteners with sealing

Fix the gutter with a fixing in

every trough washers. 3 per gutter

support bracket

Gutter support bracket 1
metre spadng and elther side

of gutter joint

175 Nom. _

\ Eaves beam (by others) air

sealed at joints

Verge flashing butt or A
lap jointed and sealed with

two runs of continuous 4mm dia
high grade butyl mastic (min 25 year
guarantee)

Cantilever gutter
(roof pitch must be specified)

EPDM profile filler sealéd top
and bottom with gun applied

sealant
A continuous run of 6mm dia

high grade butyl mastic (min

Self drilling self tapping 25 year guarantee)

primary fastener with
minimum 15mm dia
washers

All support steelwork

by others () Tata Steel UK Limited.

TRISOMET® U-VALUES

135mm Core = 0.15 W/m2K
120mm Core = 0.16 W/m2K.
100mm Core = 020 W/m2K.
80mm Core = 0.25 W/m2K.
60mm Core = 0.33 W/m2K.
40mm Core = 046 W/m2K.

Junction 'Psi' and 'f' values
Y =0.126 W/mK
f=097

TATA STEEL

OFFICE TEL: 01244 892199
TECHNICAL TEL: 01244 892133/34

www.tatasteelconstruction.com

TRISOMET® 333 WALL SYSTEM
VERTICAL DETAILS
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