Site applied fire rated
canister foam

\

Sealed rivets or self
drilling fasteners with
sealing washers at no
more than 450mm
centres

EPDM profile filler sealed
top and bottom with gun
applied sealant

\

Self drilling self tapping
primary fastener with
minimum 15mm dia
washers

All support steelwork by
others

Verge flashing butt or
lap jointed and sealed with
two runs of continuous 4mm dia

high grade butyl mastic {(min 25 year

N\

\‘

Continuous run of
6x5mm dia high grade
butyl mastic {(min 25
year guarantee)

Corus Trisomet 333
System

A continuous run of 6mm
dia high grade butyl mastic
{min 25 year guarantee)

0.7mm steel internal liner flashing lapped
150mm at ends and sealed on top with 50
x 1mm high grade butyl mastic (min 25

year guarantee)
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Cleader rail by others
air sealed at joints

©Tata Steel UK Limited.

TRISOMET® U-VALUES
135mm Core = 0.15W/m2K.
120mm Core = 0.16 W/m2K.
100mm Core = 0.20 W/m2K.
80mm Core = 0.25 W/m2 K.
60mm Core = 0.33 W/m?K.
40mm Core = 0.46 W/m? K.

Junction 'Psi' and 'f* values
Y =0.019 W/mK
f=095

TATA STEEL

OFFICE TEL: 01244 892199
TECHNICAL TEL: 01244 892133/34

www .tatasteelconstruction.com

TRISOMET® 333 WALL SYSTEM
VERTICAL DETAILS

me
VERGE
DRAWNEY  GMc SCALE
NTS
[APPROVED BY TOLERANCES
JCA
DATE DRG. No.
14.01.09 E5-006-02-B




