Self drilling

tapping primary
fastener with
minimum 15mm dia

washers

Sealed rivets or self
drilling fasteners with

sealing washers at max

450mm centres

EPDM, MP or Superseal profile

filler sealed top and bottom

External comer flashing butt f/
lap jointed and sealed with
two runs of continuous 4mm dia |

high grade butyl mastic
(min 25 years guarantee)

All support steelwork by
others

\-QEE—X

BX48 Bracket
Inner seal Isa
continuous run of 6mm
dia high grade butyl
mastic (min 25 years
guarantee)
Cleader angle (by

0.7mm steel internal liner
flashing lapped 150mm at
ends and sealed on top
with 50 x 1mm high grade
butyl mastic (min 25
years guarantee)

EPDM, MP or Superseal profile

filler sealed top and bottom

BX48 Bar

Trisobulld™ Horizontal

Cladding System

Sealed rivets or self
drilling fasteners with
sealing washers at max
450mm centres

/

CTata Steel UK Limited.

Trisobuild™ 'U' Values

Depth 280 = 0.15 W/M2K. tasursing an askencuisce)
Depth 240 = 0.18 W/M2K. tassursing an asencuspaca
Depth 210 = 0.20 W/m3K.
Depth 180 = 0.25 W/m3K.
Depth 140 = 0.30 W/m3K.
Depth 120 = 0.35 W/m3K.

Junction 'psi' and 'f' values

W =0.016 W/mK.
f=0.96

Stated ian results
Computer modeled In accordance with EN IS0 10211

LS8N Approved
L IR ENTTE ]

hown on this dreing without prior netir

TATA STEEL

SALES TEL: 01244 892199
TECHNICAL TEL: 01244 892133 / 34

www.tatasteelconstruction.com

PRUET  TYPICAL TRISOBUILD™

HORIZONTAL WALL DETAILS
TITLE
EXTERNAL CORNER
DRAWN BY SCALE
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