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Span/load tables
R40 Roof profile - 0.9mm aluminium 170N/mm?
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The span tables below have been created in The values are based on a maximum permitted
accordance with EN 1999-1-4 (Eurocode EC9) deflection, span/ 200 under imposed load
For the use of roof cladding only. and span/ 150 under wind suction load.
Safe Imposed (positive) Loads (kN/m?)
Span (m) 0.4 0.5 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2

8.00 6.40 533 4.56 3.99 3.55 3.19 278 213 1.67 133 1.08 0.88 0.73 0.61 - -
6.62 507 405 3.34 2.81 241 2.09 1.83 1.62 1.45 1.30 1.18 1.07 0.98 0.90 0.83 0.76
7.64 587 4 3.89 3.28 2.82 245 2.16 1.92 1.71 1.54 1.40 1.27 117 1.07 0.99 0.91

Safe Wind Suction (negative) Loads (kN/m?)

Span(m) 04 05 06 07 08 09 1 11 12 13 14 15 16 17 18 19 2
3075 1969 13.68 1006 770 609 494 408 344 293 235 192 159 133 112 - -
3259 2086 1449 1065 816 645 523 433 364 310 268 234 206 182 163 146 132
4073 2607 1811 1331 1020 806 653 540 454 387 334 292 257 227 203 183 165

NOTES Black figures are stress limited, the load shown is the ultimate load divided by 1.5.
Blue figures are deflection limited.
These tables apply to the metal profile , a check on fastener capacity is also required.
Maximum allowable span 2000 mm limited by point load, tested to EN 14782 Annex B .
Profile selfweight  3.21  kg/m?’is included, so is not required in the applied loads.
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