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Span/load tables
R32 Roof profile - 0.9mm aluminium 170N/mm?

1000 Cover Width
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32
127.5 Half lap both side /

available (need to

request when ordering)
The span tables below have been created in The values are based on a maximum permitted
accordance with EN 1999-1-4 (Eurocode EC9) deflection, span/ 200 under imposed load
For the use of roof cladding only. and span/ 150 under wind suction load.
Safe Imposed (positive) Loads (kN/m?)

Span (m) 0.4 0.5 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 14 1.5 1.6 1.7 1.8 1.9 2

1345 1076 896 7.68 6.72 4.99 3.63 272 2.09 1.64 1.30 1.05 0.86 0.71 - - -
10.10  7.60 598 485 4.03 3.41 292 2.54 223 1.97 1.76 1.58 143 1.29 1.18 1.08 0.99
11.74 887 7.01 570 475 4.03 3.47 3.02 2.66 2.36 2.1 1.89 1.71 1.56 1.42 1.26 1.07

Safe Wind Suction (negative) Loads (kN/m?)

Span(m) 04 05 06 07 08 09 1 11 12 13 14 15 16 17 18 19 2
3249 2080 1445 1062 814 643 507 382 295 233 187 152 126 106 - - -
3183 2038 1416 1041 797 630 511 423 355 303 262 228 201 178 159 143 129
3978 2546 17.69 13.00 996 7.87 638 528 444 378 327 285 251 222 198 178 155

NOTES Black figures are stress limited, the load shown is the ultimate load divided by 1.5.
Blue figures are deflection limited.
These tables apply to the metal profile , a check on fastener capacity is also required.
Maximum allowable span 2000 mm limited by point load, tested to EN 14782 Annex B .
Profile selfweight  3.21  kg/m?’is included, so is not required in the applied loads.
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