v
TATA STEEL TATA

Span/load tables
CL19 Wall profile - 0.5mm steel 220N/mm?
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The span tables below have been created in The values are based on a maximum permitted
accordance with EN 1993-1-3 (Eurocode EC3) deflection, spar 150 under imposed load
For the use of wall cladding only. and span 150 under wind suction load.

Safe Imposed (positive) Loads (kN/m?)

Span(m) 0.4 0.5 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
848 6.79 527 388 297 234 178 133 1.03 0.81 0.65 - - - - - -

546 401 3.09 246 202 168 143 122 1.06 093 083 074 0.66 - - - -
642 474 367 293 240 201 171 147 128 113 1.00 089 080 0.72 0.66 - -

Safe Wind Suction (negative) Loads (kN/m?)

Span(m) 04 05 06 07 0.8 0.9 1 11 12 13 14 15 16 17 18 1.9 2
1229 7.86 546 4.01 307 243 197 162 137 116 097 - - - - - -
11.87 7.60 527 3.88 297 234 190 157 1.32 112 097 084 074 - - - -
14.83 949 659 484 371 293 237 19 165 140 121 105 093 082 073 - -

NOTES Black figures are stress limited, the load shown is the ultimate load divided by 1.5.
Blue figures are deflection limited.
These tables apply to the metal profile , a check on fastener capacity is also required.
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