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Span/load tables
CL19 Wall profile - 0.7mm steel 220N/mm?2

106.6
Colour

Side

| 1

166.6 25
Pitch

19

1000
Cover Width

The span tables below have been created in The values are based on a maximum permitted
accordance with EN 1993-1-3 (Eurocode EC3) deflection, spar 150 under imposed load
For the use of wall cladding only. and span 150 under wind suction load.

Safe Imposed (positive) Loads (kN/m?)

Span(m) 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2 2.1 2.2
939 690 528 417 3.08 232 178 140 112 091 075 0.63 - - - - -

6.08 478 387 319 269 229 198 172 152 135 120 1.08 098 089 081 074 0.67
726 573 465 38 325 277 240 210 18 164 147 132 119 1.08 093 0.80 0.70

Safe Wind Suction (negative) Loads (kN/m?)

Span (m) 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2 2.1 2.2
9.06 666 510 403 326 270 227 187 150 122 1.00 0.84 - - - - -
939 690 528 417 338 279 235 200 172 150 132 117 1.04 094 085 0.77 0.70
11.74 862 660 522 423 349 293 250 216 188 165 146 130 117 1.06 096 0.87

NOTES Black figures are stress limited, the load shown is the ultimate load divided by 1.5.
Blue figures are deflection limited.
These tables apply to the metal profile , a check on fastener capacity is also required.
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